
DUAL 
DETECTION

SEAT  
CLEANLINESS

SIMPLIFIED  
MAINTENANCE

Fe a t u r e s
Seat rotation cycle: pressure washing with a mixture of water  
and GERMIBLOC disinfectant, followed by drying of the seat  
after each use.

Cycle time: 12 seconds. 

Highly waterproof IP67 detection cell, resistant to vibrations, 
electrical disturbances, and light interference.

AISI 304 stainless steel pan, brushed finish.

Installation on support frame and concealed tank GEBERIT/
HYGISEAT (not included).

AISI 304 stainless steel cover, brushed finish, extended for PRM access. 
Key-operated lock. 
Unbreakable grey solid ABS seat.

230/12V power supply  by external transformer.

Power consumption = 15W (less than 1W on standby).

Seat rotation stops immediately in the event of irregular movement.  
Manual flush control plate in case of power outage

Dim.: W415 x D700 x H690 mm

CE. 3 year guarantee.

GERMIBLOC disinfectant product:  
Cleaning, disinfecting, deodorising, and biodegradable.

Dry product presented in a 72g plastic container, easy to handle  
and store.

Replacement of GERMIBLOC disinfectant product when the device 
emits 3 beeps, after every 1000 uses.

NFEN 1275 Fungicide Standard. 
NFEN 1040 Bactericide Standard.

Op t i o n s

•	 SUP1065	� Dual detection by hand approach  
or user departure

•	 SUP1070	� SaniAir: efficient odor extraction system.  
Expels contaminated air directly into the drain 
pipe (includes SUP1065)

•	 SUP1090 	� 4 pack box of GERMIBLOC disinfectant product

Re f e r e n c e

•	 SUP1100    �HYGISEAT stainless steel automatic P-trap WC 
for PRM 

HYGISEAT wall-hung self-cleaning stainless steel PRM toilet
Reference: SUP1106

De s c r i p t i o n
Wall-mounted automatic stainless steel PRM toilet  
with self-cleaning, disinfection, drying of the seat, and automatic 
flushing after each use.

Touch-free activation by hand approach.
Dual detection option = auto-start cycle, after user departure,  
in the absence of voluntary activation by hand approach.

Ergonomic shape, with smooth, easy-to-clean surfaces and no areas 
that trap dirt or debris.

SaniAir option for olfactory comfort! Efficient odor extraction system 
directly at the source in the pan, expelling odors into the waste pipe 
after the trap (no filter replacement required).

Reliable and robust system, easy installation and maintenance.
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T EC H N I CA L S H E E T

  +33 (0)2 47 92 23 31   info@autosanit.com   +33 (0)2 47 92 84 71   www.autosanit.com 


